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(57) ABSTRACT

A method and device are provided for operating an energy
installation and include multiple photovoltaic modules linked
to at least one inverter. Switching means are provided to
electrically arrange the photovoltaic modules in at least two
configurable series of photovoltaic modules parallel to each
other, so that each module can be individually connected to or
disconnected from any of the series of photovoltaic modules.
Current values and voltage values supplied individually by
each photovoltaic module are measured. Intermediate elec-
trical magnitudes are calculated or chosen corresponding
respectively to a plurality of configurations of the series of
photovoltaic modules. The intermediate electrical magni-
tudes are compared with each other or with a reference mag-
nitude. A configuration is selected of each series of photovol-
taic modules according to the result of the comparison.

8 Claims, 9 Drawing Sheets
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1
METHOD OF OPERATION AND DEVICE FOR
CONTROLLING AN ENERGY
INSTALLATION HAVING PHOTOVOLTAIC
MODULES

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a divisional of copending U.S. patent
application Ser. No. 12/773,447 filed May 4, 2010, which, in
turn, is a continuation of International Application No. PCT/
1B2008/002829, filed Oct. 21, 2008, which was published in
the French language on May 14, 2009, under International
Publication No. WO 2009/060273 Al, the disclosure of
which are both incorporated herein by reference.

BACKGROUND OF THE INVENTION

The present invention relates to the field of energy instal-
lations comprising photovoltaic modules.

It is common to produce energy installations that comprise
photovoltaic modules generally consisting of panels of pho-
tovoltaic cells linked to each other, in a fixed manner, either in
parallel or in series to an inverter which converts the direct
current it receives into an alternating current. The pre-estab-
lished choice of the connection mode depends on the electri-
cal features of the photovoltaic modules chosen, generally the
maximum power they can supply according to the sunlight in
the place accommodating such modules, and depends on the
electrical features of the inverter chosen, generally the input
electrical power for which its output electrical power is maxi-
mum.

The present invention aims to improve the performance of
energy installations with photovoltaic modules, by taking
into account not only the individual electrical features of the
latter but also the variable sunlight and environmental condi-
tions of the determined places in which they are placed.

BRIEF SUMMARY OF THE INVENTION

The object of the present invention is to provide a method
for operating an energy installation comprising at least two
photovoltaic modules and an inverter.

This method comprises, respectively at pre-determined
times, the following steps:

measuring the values of the current and/or of the voltage
supplied by each photovoltaic module;

calculating and/or choosing a first electrical magnitude
according to the values measured in the event that said pho-
tovoltaic modules are connected in a parallel mode and a
second electrical magnitude according to the values mea-
sured in the event that said photovoltaic modules are con-
nected in a series mode;

comparing said first and second electrical magnitudes with
each other and/or with a reference magnitude;

then selecting and establishing a connection mode of con-
necting the photovoltaic modules to the inverter according to
the result of the comparison.

According to the present invention, said first and second
electrical magnitudes can be first and second electrical pow-
ers and the connection mode corresponding to the highest
power calculated can be chosen and established.

According to the present invention, the first and second
electrical magnitudes can be current values and the connec-
tion mode corresponding to the highest current calculated can
be chosen and established.
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The present invention also aims to provide a method for
operating an energy installation comprising multiple photo-
voltaic modules and at least one inverter.

This method comprises, respectively at pre-determined
times, the following steps:

measuring the values of the current and/or of the voltage
supplied by each photovoltaic module;

calculating and/or choosing intermediate electrical magni-
tudes corresponding respectively to multiple various connec-
tion modes for connecting said photovoltaic modules in series
mode and/or in parallel mode;

comparing the intermediate electrical magnitudes with
each other and/or with a reference magnitude;

then selecting and establishing a connection mode of con-
necting the photovoltaic modules to the inverter according to
the result of the comparison.

According to the present invention, said intermediate elec-
trical magnitudes can be electrical powers and the connection
mode corresponding to the highest power calculated can be
chosen and established.

The present invention also aims to provide a method for
operating an energy installation comprising at least one pho-
tovoltaic module and at least two inverters characterized by
operating magnitudes and/or various ranges of operating
magnitudes.

This method comprises, respectively at pre-determined
times, the following steps:

measuring the values of the current and/or of the voltage
supplied by the photovoltaic module;

calculating and/or choosing an intermediate electrical
magnitude according to the values measured;

comparing this intermediate electrical magnitude with at
least one reference magnitude and/or at least one range of
reference magnitudes electrically characterizing each of said
inverters;

then linking said module either to one of said inverters or to
the other according to the result of said comparison.

The present invention also aims to provide a method for
operating an energy installation comprising multiple photo-
voltaic modules and multiple inverters characterized by oper-
ating magnitudes and/or various ranges of operating magni-
tudes.

This method comprises, respectively at pre-determined
times, the following steps:

measuring the values of the current and/or of the voltage
supplied by each photovoltaic module;

calculating and/or choosing intermediate electrical magni-
tudes according to multiple various connection modes for
connecting the photovoltaic modules to the inverters in series
mode and/or in parallel mode;

comparing the intermediate electrical magnitudes with
each other and/or with reference magnitudes and/or ranges of
reference magnitudes electrically characterizing the invert-
ers;

and selecting and establishing a connection mode of con-
necting the photovoltaic modules to said inverters for which
the intermediate electrical magnitude corresponds approxi-
mately to a reference electrical magnitude and/or a range of
reference electrical magnitudes electrically characterizing at
least one of the inverters.

According to the present invention, the electrical magni-
tudes can be electrical powers or currents.

The present invention also aims to provide a method for
operating an energy installation comprising multiple photo-
voltaic modules and multiple inverters characterized by oper-
ating magnitudes and/or various ranges of operating magni-
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tudes, said method comprising, respectively at pre-
determined times, the following steps:

measuring the values of the current and/or of the voltage
supplied by each photovoltaic module;

calculating output electrical magnitudes of the inverters
according to multiple various connection modes for connect-
ing the photovoltaic modules to the inverters in series mode
and/or in parallel mode and according to operating electrical
magnitudes and/or ranges of operating electrical magnitudes
electrically characterizing the inverters,

comparing the output electrical magnitudes calculated,

selecting and establishing a connection mode of connect-
ing the photovoltaic modules to said inverters for which the
calculated output electrical magnitude of at least one of the
inverters corresponds approximately to a reference magni-
tude and/or a range of reference magnitudes electrically char-
acterizing that inverter.

According to the present invention, the electrical magni-
tudes can be electrical powers and the operating magnitudes
and/or ranges of operating magnitudes can be power curves.

The present invention also aims to provide a device for
controlling an energy installation comprising multiple pho-
tovoltaic modules and at least one inverter.

This device comprises: switching means to selectively link
said photovoltaic modules to said inverter by connecting them
selectively in parallel mode and/or in series mode; means for
measuring the value of the current and/or of the voltage sup-
plied by said photovoltaic modules; and means for managing
and controlling the switching means according to the values
measured.

The present invention also aims to provide a device for
controlling an energy installation comprising multiple pho-
tovoltaic modules and multiple inverters.

This device comprises: first switching means to selectively
put said photovoltaic modules into parallel mode and/or into
series mode selectively to pairs of intermediate terminals,
second switching means to selectively link said pairs of inter-
mediate terminals to the inverters in parallel mode and/or in
series mode, means for measuring the value of the current
and/or of the voltage supplied by each photovoltaic module,
and means for managing and controlling the first and second
switching means according to the values measured and/or
according to electrical magnitudes or ranges of electrical
magnitudes characterizing said inverters.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

The foregoing summary, as well as the following detailed
description of the invention, will be better understood when
read in conjunction with the appended drawings. For the
purpose of illustrating the invention, there are shown in the
drawings embodiments which are presently preferred. It
should be understood, however, that the invention is not lim-
ited to the precise arrangements and instrumentalities shown.

The present invention will be better understood in the light
of'a study of different energy installations and their operating
modes, described as non-limitative examples and illustrated
by the figure appended, in which in the drawings:

FIG. 1 is schematically represents an energy installation
according to the present invention;

FIG. 2 is schematically represents an operating mode of the
energy installation in FIG. 1;

FIG. 3 is schematically represents another operating mode
of the energy installation in FIG. 1;

FIG. 4 is schematically represents another energy installa-
tion according to the present invention;
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FIG. 5 is schematically represents an operating mode of the
energy installation in FIG. 4;

FIG. 6 is schematically represents another energy installa-
tion according to the present invention;

FIG. 7 is schematically represents another energy installa-
tion according to the present invention;

FIG. 8 is schematically represents an operating mode ofthe
energy installation in FIG. 7;

FIG. 9 is schematically represents another operating mode
of the energy installation in FIG. 7;

FIG. 10 is schematically represents another energy instal-
lation according to the present invention; and

FIG. 11 is schematically represents another energy instal-
lation according to the present invention, based on the one in
FIG. 10.

DETAILED DESCRIPTION OF THE INVENTION

FIGS. 1 to 3 show an energy installation 1 which comprises
two photovoltaic modules 2 and 3, and an inverter 4, as well
as a first group of electric switches 5 and a second group of
electric switches 6 mounted between the photovoltaic mod-
ules 2 and 3 and the inverter 4.

The group of electric switches 5 and the second group of
electric switches 6 are arranged such that the terminals of the
photovoltaic modules 2 and 3 can be linked or connected to
the terminals (+) and (-) of the inverter 4 either in parallel
mode Mp or in series mode Ms.

The energy installation 1 further comprises an electronic
circuit 7 for managing and controlling the electric switches of
each of the groups 5 and 6 of electric switches.

The electronic circuit 7 comprises a measuring unit 8 for
measuring the current supplied by each of the photovoltaic
modules 2 and 3, an associated unit 8a for temporarily storing
the values of'the currents measured, a unit 9 for measuring the
voltage supplied by each of the photovoltaic modules 2 and 3,
and an associated unit 9a for temporarily storing the values of
the voltages measured.

The electronic circuit 7 further comprises a calculation unit
10 adapted for calculating, by applying the calculation for-
mulas known to those skilled in the art, the electrical power
Pp likely to be supplied to the inverter 4 in the event that the
photovoltaic modules 2 and 3 are connected in parallel mode
Mp and the electrical power Ps likely to be supplied to the
inverter 4 in the event that the photovoltaic modules 2 and 3
are connected in series mode Ms.

The electronic circuit 7 further comprises a comparison
unit 11 adapted for comparing the electrical powers Pp and Ps
calculated.

The electronic circuit 7 further comprises a selection and
control unit 12 which is adapted or programmed for selecting
the connection mode corresponding to the highest electrical
power and for controlling the electric switches of each of the
groups 5 and 6 of electric switches to connect the photovoltaic
modules 2 and 3 to the inverter 4 in accordance with the
connection mode chosen or selected.

The electronic circuit 7 is subject to a clock 13 adapted for
supplying the electronic circuit 7 with a clock signal Sh, at
pre-determined times, so as to trigger, upon each clock signal,
aconnection mode selection cycle. The time differences sepa-
rating two clock signals can be constant or variable. For
example, a clock signal Sh can be supplied every fifteen
minutes.

Thus, upon each clock signal, a measuring command is
sent to the measuring units 8 and 9, a calculation command is
sent to the calculation unit 10, a comparison command is sent
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to the comparison unit 11 and a selection and control com-
mand is sent to the selection and control unit 12.

If the calculated power Ps is higher than the calculated
power Pp, the selection and control unit 11 selects the serial
mode Ms and controls the electric switches of each of the
groups 5 and 6 of electric switches so that the photovoltaic
modules 2 and 3 are linked to the inverter 4 in series mode Ms.
This connection mode is represented in FIG. 2.

If the calculated electrical power Pp is higher than the
calculated electrical power Ps, the selection and control unit
11 selects the parallel mode Mp and controls the electric
switches of each of the groups 5 and 6 of electric switches so
that the photovoltaic modules 2 and 3 are linked to the inverter
4 in parallel mode Mp. This connection mode is represented
in FIG. 3.

The connection mode established is maintained until the
next connection mode selection cycle. Upon each connection
mode selection cycle, the connection mode previously estab-
lished is maintained or changed according to the result of the
comparison of the calculated electrical powers Pp and Ps.

Inasimplified alternative, only the signals coming from the
current measuring sensors 8 could be considered, while esti-
mating that the voltages at the terminals of the modules are
almost the same.

It will be understood that the number of photovoltaic mod-
ules is not limited to two. The description above can also
apply to any number of photovoltaic modules.

FIGS. 4 and 5 show an energy installation 100 which
comprises six photovoltaic modules 102, 103, 104, 105, 106
and 107 and an inverter 108, as well as a group of electric
switches 109 mounted between the photovoltaic modules 102
to 107 and the inverter 108.

The group of electric switches 109 is arranged so that, out
of'the fifteen possible combinations, three connection modes
in series Ms can be established between the output terminals
of the photovoltaic modules 102 to 107 and the input termi-
nals of the inverter 108, each connection mode in series Ms
comprising any two of these photovoltaic modules 102 to 107
put in series, which are therefore connected, in pairs in series,
in parallel mode Mp to the input terminals of the inverter 108.

The energy installation 100 further comprises an electronic
circuit 110 for managing and controlling the electric switches
of the group 109 of electric switches.

The electronic circuit 110 comprises a measuring unit 111
for measuring the current supplied by each of the photovoltaic
modules 102 to 107.

The electronic circuit 110 further comprises a comparison
unit 112 adapted or programmed for classifying in ascending,
or respectively descending order, the measured values of the
currents.

The electronic circuit 110 further comprises a selection and
control unit 113 adapted or programmed for controlling the
switches of the group of electric switches 109 so as to connect
to the input terminals of the inverter 108, (a) in series mode
Ms, the two photovoltaic modules supplying the highest cur-
rents, (b) in series mode Ms, the two photovoltaic modules
supplying the intermediate currents and (c) in series mode
Ms, the two photovoltaic modules supplying the lowest cur-
rents.

As in the previous example, the electronic circuit 110 is
subject to a clock 114 adapted for supplying a clock signal Sh
at pre-determined times, so as to trigger, upon each clock
signal, a connection mode selection cycle.

Therefore, upon each clock signal, a measuring command
is sent to the unit for measuring current values 111, a com-

10

15

20

25

30

35

40

45

50

55

60

65

6

parison command is sent to the comparison unit 112, and a
selection and control command is sent to the selection and
control unit 113.

For example, as indicated in FIG. 4, the measuring unit 111
measures the following values:

for the photovoltaic module 102: 8.0 Amperes,

for the photovoltaic module 103: 9.8 Amperes,

for the photovoltaic module 104: 8.9 Amperes,

for the photovoltaic module 105: 10.2 Amperes,

for the photovoltaic module 106: 8.2 Amperes,

and for the photovoltaic module 107: 9.3 Amperes.

After comparison of these measured current values by the
comparison unit 112, the selection and control unit 113 con-
trols the switches of the group of electric switches 109 such
that the following connections are established:

the photovoltaic modules 102 and 106 are connected in
series mode Ms to the input terminals of the inverter 108,

the photovoltaic modules 103 and 105 are connected in
series mode Ms to the input terminals of the inverter 108,

and the photovoltaic modules 104 and 107 are connected in
series mode Ms to the input terminals of the inverter 108.

It follows that the pairs of photovoltaic modules above,
connected in series, are connected in parallel mode Mp to the
input terminals of the inverter 108.

The corresponding connections are represented in FIG. 5.

The connection mode established above is maintained until
the next connection mode selection cycle. Upon each connec-
tion mode selection cycle, the connection mode previously
established is maintained or changed according to the result
of the comparison of the measured values of the currents
supplied by each photovoltaic module 102 to 107.

For example, upon the next cycle, the measuring unit 111
measures the following values:

for the photovoltaic module 102: 8.0 Amperes,

for the photovoltaic module 103: 10.1 Amperes,

for the photovoltaic module 104: 11 Amperes,

for the photovoltaic module 105: 10.2 Amperes,

for the photovoltaic module 106: 8.2 Amperes,

and for the photovoltaic module 107: 9.3 Amperes.

Then, the selection and control unit 113 controls the
switches of the group of electric switches 109 such that the
following connections are established:

the photovoltaic modules 104 and 105 are connected in
series mode Ms to the input terminals of the inverter 108,

the photovoltaic modules 103 and 107 are connected in
series mode Ms to the input terminals of the inverter 108,

and the photovoltaic modules 102 and 106 are connected in
series mode Ms to the input terminals of the inverter 108.

It will be understood that the description above is not
limited to six photovoltaic modules, associable in pairs, but
can extend to any number of photovoltaic modules, which
could be associated in suitable groups in series.

FIG. 6 shows an energy installation 200 which comprises,
structurally, the energy installation 100 in FIGS. 4 and 5 and
which further comprises a measuring unit 201 for measuring
the voltages supplied by each of the photovoltaic modules
102 to 107 and a calculation unit 202 for calculating the
electrical powers likely to be supplied by each photovoltaic
module 102 to 107, from the measurements made by the units
111 and 201, using the calculation formulas known to those
skilled in the art.

In this case, upon each clock signal Sh supplied by the
clock 114, the calculation unit 202 calculates the electrical
powers likely to be supplied by each photovoltaic module 102
t0 107 from the corresponding values of currents and voltages
supplied by the units 111 and 201 and the comparison unit
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112 is adapted or programmed for comparing and classifying
in ascending, or respectively descending order, the calculated
electrical powers.

To establish the new connection mode, the selection and
control unit 113 is adapted or programmed for controlling the
switches of the group of electric switches 109 so as to con-
nect, to the input terminals of the inverter 108, (a) in series
mode Ms, the two photovoltaic modules supplying the elec-
trical powers with the highest values, (b) in series mode Ms,
the two photovoltaic modules supplying the electrical powers
with the intermediate values, and (c) in series mode Ms, the
two photovoltaic modules supplying the electrical powers
with the lowest values. As in the previous example, there are
fifteen possible combinations.

Inasimplified alternative, only the signals coming from the
current measuring sensors 111 could be considered, while
estimating that the voltages at the terminals of the modules
are almost the same.

According to an alternative embodiment of the installation
in FIG. 6, upon each clock signal Sh supplied by the clock
114, the calculation unit 202 is adapted or programmed for
calculating, using the calculation formulas known to those
skilled in the art, the total electrical power likely to be sup-
plied to the inverter 108 in each of the fifteen possible com-
binations in pairs of the photovoltaic modules 102 to 107. The
comparison unit 112 is adapted or programmed for compar-
ing the total calculated powers.

The selection and control unit 113 is adapted or pro-
grammed for controlling the switches of the group of electric
switches 109 so as to connect, to the input terminals of the
inverter 108, the photovoltaic modules 102 to 107 to establish
the connection mode corresponding to the combination of
connections supplying the inverter 108 with the highest total
electrical power.

The selection of a combination of connections can be sub-
ject to an additional condition which depends on the input
voltage capable of being borne by the inverter 108.

To that end, the calculation unit 202 is adapted for calcu-
lating the voltage Ud supplied to the input of the inverter 108
for each combination of connections and the selection and
control unit 113 is subject to a value or a reference or setpoint
range Ur characterizing the inverter 108, for example a maxi-
mum voltage and/or a minimum voltage and/or a range of
voltages.

The comparison unit 112 and the selection and control unit
113 are adapted or programmed so as to rule out the combi-
nation(s) of connections supplying total electrical powers
which are associated with input voltages that do no comply
with said value or range Ur. The selection and control unit 113
selects and establishes the compatible, higher performance
combination of connections.

FIGS. 7 to 9 show an energy installation 300 which com-
prises a photovoltaic module 301 and two inverters 302 and
303, an electric switch 304 mounted between the output ter-
minals of the photovoltaic module 301 and the input terminals
of the inverters 302, and an electronic circuit 305 for manag-
ing and controlling the switch 304 to selectively link the
photovoltaic module 301 either to the inverter 302 or to the
inverter 303.

The inverters 302 and 303 are chosen such that they have
different operating features or magnitudes and/or ranges of
operating magnitudes. Inverters are commonly characterized
by a performance curve linking input electrical powers to
output electrical powers. To properly use an inverter, it is
desirable for the input electrical power to be equal to values in
the highest performance zone.
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The electronic management and control circuit 305 com-
prises a measuring unit 306 for measuring the current and a
measuring unit 307 for measuring the voltage, that are sup-
plied by the photovoltaic module 301, and a calculation unit
308 for calculating the electrical power supplied by the pho-
tovoltaic module 301, using the calculation formulas known
to those skilled in the art.

The electronic management and control circuit 305 further
comprises a comparison unit 309 adapted or programmed for
comparing the electrical power calculated with the reference
values CR1 and CR2 in the highest performance zone for each
inverter 302 and 303, and a selection and control unit 310
adapted or programmed for controlling the switch 304 so as to
switch the inverter 301 to the inverter adapted for supplying
the best performance.

As in the previous examples, upon each clock signal Sh
supplied by a clock 311, the units 306 and 307 measure the
current and the voltage supplied by the photovoltaic module
301, the unit 308 calculates the corresponding electrical
power, the unit 309 compares this calculated power with the
reference values CR1 and CR2 and the unit 310 places the
switch in a corresponding connection mode so as to switch the
inverter 301 to the inverter adapted for delivering the best
performance, by maintaining the previous connection mode
or by changing inverter.

For example, the inverter 302 can have an optimal perfor-
mance range containing a maximum value equal to 1,000
Watts and the inverter 303 can have an optimal performance
range containing a maximum value equal to 500 Watts, these
performance ranges having a common switch value for
example equal to 650 Watts.

If the value of the calculated electrical power, likely to be
supplied by the photovoltaic module 301, is equal for
example to 400 Watts, the electronic management and control
circuit 305 will connect the photovoltaic module 301 to the
inverter 303. This is the case represented in FIG. 8.

If the value of the calculated electrical power, likely to be
supplied by the photovoltaic module 301, is equal for
example to 800 Watts, the electronic management and control
circuit 305 will connect the photovoltaic module 301 to the
inverter 302. This is the case represented in FIG. 9.

According to another embodiment, the photovoltaic mod-
ule 301 could comprise part of the installation 1 described
withreference to FIGS. 1 to 3 or the installation 100 described
with reference to FIGS. 4 and 5 or the installation 200
described with reference to FIG. 6.

Indeed, instead of the photovoltaic module 301, provision
could be made to connect, in the first case, the output termi-
nals of the switch 6 or, in the second case, the output terminals
of'the switch 109, to the input terminals of the switch 304 and
to the measuring units 306 and 307.

Upon the clock signal Sh, the electronic circuit 7 or the
electronic circuit 110 would first fulfill their functions as
described previously and secondly the electronic circuit 305
would do so, taking as the origin the output terminals of the
switch 6 or the output terminals of the switch 109.

Now, from the examples that have just been described, a
more general energy installation 400 is proposed in FIG. 10,
which comprises a number N of photovoltaic modules 401, a
number M of inverters 402, a switch unit 403 for selectively
linking the photovoltaic modules 401 to the inverters 402.

The energy installation 400 further comprises an electronic
circuit 404 for managing and controlling the switch unit 403
according to the measured or calculated or reference or per-
formance or operating or setpoint magnitudes, coming from
the photovoltaic modules 401, and possibly the inverters 402,
to establish, at pre-determined times defined by a clock and
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selectively, a specific connection mode of connecting the
photovoltaic modules 401 to the inverters 402, in accordance
with a program.

For example, this program can be adapted or programmed
for searching for and then establishing the most appropriate
specific mode or specific combination of connections so that
one, or some of, or all the inverters supply the highest possible
global output electrical power during each period, estimated
according to the measurements of the currents and/or the
voltages and/or the powers calculated upon each selection
and control cycle.

According to a specific embodiment represented in FIG.
11, the energy installation 400.1 comprises six photovoltaic
modules 401.1 to 401.6 and two inverters 402.1 and 402.2.

The switch unit 403 comprises a group of switches 403.1
and a group of switches 403.2.

The electronic circuit 404 comprises the adapted means of
the electronic circuit 110 in FIG. 4 or 6, so as to selectively
establish groups or modes of connections in series in pairs of
photovoltaic modules 401.1 to 400.6, to a pair of terminals
405.

The electronic circuit 404 further comprises the adapted
means of the electronic circuit in FIG. 9, so as to selectively
establish a link between the pair of terminals 405 and either
the inverter 402.1, or the inverter 402.2.

As in the example described with reference to FIG. 6, the
choice of a combination of connections can be subject to
additional conditions depending on the input voltages and/or
the input powers capable of being borne by the inverters 402.1
and 402.2.

That is why the electronic management and control circuit
404 can be adapted or programmed for selecting a combina-
tion of connections or a connection mode compatible with the
voltages and/or the powers capable of being borne by the
inverters 402.1 and 402.2

According to an alternative embodiment, the electronic
circuit 404 can be adapted and programmed for selecting and
constituting two groups of photovoltaic modules, one of
which comprises some of the photovoltaic modules and the
other comprises the other photovoltaic modules, so as to link
these groups respectively and selectively to the inverters
402.1 and 402.2 in accordance with their features.

By extension, upon each selection and control cycle, by
classifying for example the values of the currents supplied
respectively by the N photovoltaic modules of an installation,
the electronic circuit 404 can be adapted and programmed for
selecting and constituting selectively x groups consisting of'y
photovoltaic modules in series and/or in parallel and for
selectively linking these groups in series and/or in parallel to
the inputs of one or more inverters, the sum of the y being
equal to or lower than N in the event that certain photovoltaic
modules are disconnected by the program. Then, the elec-
tronic circuit 404 controls the switch unit 403 to establish the
selected combination of connections and to maintain it until
the next selection cycle.

The photovoltaic modules indicated in the examples
described can comprise photovoltaic structures consisting of
one or more panels with photovoltaic cells or complex pho-
tovoltaic structures also comprising photovoltaic modules
and series/parallel switches.

The installations that have just been described have many
advantages. In particular, their operating modes can take the
sunlight and environmental conditions of the determined
places in which they are placed into account, in particular
when certain photovoltaic modules may be at least partly in
the shade during a day. Their operating modes can also take
into account the variations in the individual conditions of the
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photovoltaic modules, in particular their temperatures.
Therefore, even if the individual performances of some of the
photovoltaic modules of an installation are atfected, the per-
formance of this installation would not however be signifi-
cantly affected. In addition, their operating modes can take
the operating conditions of receiving units, such as inverters,
into account to obtain a good performance.

Moreover, the switching units or switches provided in the
installations described, with one or more successive switch-
ing stages, may comprise, in a manner well-known per se,
programmed or programmable electronic power switches
and/or relays.

The present invention is not limited to the examples
described above. In particular, energy installations can be
designed that comprise all and any combinations of the
examples described, without limitation to the connection
modes.

Itwill be appreciated by those skilled in the art that changes
could be made to the embodiments described above without
departing from the broad inventive concept thereof. It is
understood, therefore, that this invention is not limited to the
particular embodiments disclosed, but it is intended to cover
modifications within the spirit and scope of the present inven-
tion as defined by the appended claims.

We claim:

1. A method for operating an energy installation compris-
ing multiple photovoltaic modules linked to at least one
inverter, the method comprising:

(a) providing switching means to electrically arrange the
photovoltaic modules in at least two configurable series
of photovoltaic modules parallel to each other, so that
each module can be individually connected to or discon-
nected from any of the series of photovoltaic modules,

(b) measuring current values and voltage values supplied
individually by each photovoltaic module;

(c) calculating or choosing intermediate electrical powers
corresponding respectively to a plurality of configura-
tions of the series of photovoltaic modules;

(d) comparing the intermediate electrical powers with each
other or with a reference electrical power; and

(e) selecting a configuration of each series of photovoltaic
modules corresponding to the highest power supplied by
the energy installation according to the result of the
comparison.

2. The method of claim 1, comprising providing further
switching means to selectively link each series of photovol-
taic modules to the inverter.

3. The method of claim 1, wherein the energy installation
comprises at least two inverters, and comprising providing
further switching means to selectively link each series of
photovoltaic modules to each inverter.

4. A device for controlling an energy installation compris-
ing multiple photovoltaic modules linked to at least one
inverter, the device further comprising:

(a) switching means to electrically arrange the photovol-
taic modules in at least two configurable series of pho-
tovoltaic modules parallel to each other, so that each
module can be individually connected to or discon-
nected from any of the series of photovoltaic modules,

(b) means for measuring current values and voltage values
supplied individually by each of the photovoltaic mod-
ules; and

(c) means for managing and controlling the switching
means, configured to select a configuration of each
series of photovoltaic modules corresponding to the
highest power supplied by the energy installation.
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5. The device of claim 4, comprising further switching (e) selecting a configuration of each series of photovoltaic
means to selectively link each series of photovoltaic modules modules corresponding to the highest current supplied
to the inverter. by the energy installation according to the result of the
6. The device of claim 4, wherein the energy installation comparison.

comprises at least two inverters, and comprising further ;
switching means to selectively link each series of photovol-
taic modules to each inverter.

7. A method for operating an energy installation compris-
ing multiple photovoltaic modules linked to at least one (a) switching means to electrically arrange the photovol-
inverter, the method comprising: taic modules in at least two configurable series of pho-

8. A device for controlling an energy installation compris-
ing multiple photovoltaic modules linked to at least one
inverter, the device further comprising:

(a) providing switching means to electrically arrange the 10 tovoltaic modules parallel to each other, so that each
photovoltaic modules in at least two configurable series module can be individually connected to or discon-
of photovoltaic mO(.iule.:s .parallel to each other, 50 that nected from any of the series of photovoltaic modules,
i e ol ST (s o s nd el s

(b) measuring cur};em values and Vpoltage values supplieli 15 salpphe%lndlwdually by each of the photovoltaic mod-

ules; an
individually by each photovoltaic module; f . q i h tchi

(c) calculating or choosing intermediate current values cor- (c) means orﬁmane(liglng a111 contro néng the sw1;c nﬁ
responding respectively to a plurality of configurations means, configured to select a configuration of eac
of the series of photovoltaic modules; series of photovoltaic modules corresponding to the

’ 20 highest current supplied by the energy installation.

(d) comparing the intermediate current values with each
other or with a reference current value; and k% & %



